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A B S T R A C T   

This paper proposes a new damage identification method, namely, the probability density field of acoustic 
emission (AE) events. This new method provides a different perspective to deal with the uncertainties in the 
source localization process. We treat the source location as a random variable, and estimate its probability 
density field based on a probability density function. The function was found from simulations where various 
uncertainties were included. The probability of AE events falling in a certain space range is the integral of the 
probability densities over that range. We apply the new method in a failure test of a full-scale reinforced concrete 
beam. The resultant probability density field clearly reflects the crack patterns of the specimen and a close 
relationship with the crack width.   

1. Introduction 

Damage identification in concrete structures, in many cases, requires 
the crack location and width [1–4]. These parameters are mostly ac-
quired by displacement measurements like linear variable differential 
transformer (LVDT), laser distance finder, or digital image correlation 
(DIC) [5]. The displacement measurements have the advantages of high 
accuracy, but they can only measure concrete cracking at structural 
surface. Identification of internal damages is also important. A critical 
cracking location for structural failure could be inside the concrete 
element [6,7]. 

Acoustic emission (AE) is a promising technique to detect internal 
damages in concrete structures [8,9]. The basic working principle is that 
sudden changes in concrete, like cracking, will release energy and 
generate elastic waves. These waves will propagate in the concrete 
medium and received by AE sensors on the structural surface [10]. The 
received signals can be used to estimate the source location (which is 
called source localization [11]), classify the source type (which is called 
source classification [12]) and determine the damage level of the 
structure [13]. AE has been widely applied in monitoring concrete 
structures [14–17]. Among all its capabilities, the scope of this paper is 
using AE source localization to identify concrete cracking. 

AE source localization in concrete structures is influenced by many 

factors, including the arrival time picking error [18], uncertainty of 
concrete material properties [19] and sensor locations [20]. These fac-
tors can lead to the estimated locations away from the actual locations 
(which is referred as source localization error) up to 150 mm [20]. 

To reduce the source localization error, many algorithms have been 
developed in literature, including using akaike information criterion 
(AIC) to more accurately pick the arrival time [21] and using variable 
wave speed models to simulate uncertainty of concrete material prop-
erties [22,23]. However, the uncertainties in the localization process 
cannot be entirely removed. Therefore, some methods quantify the un-
certainties and estimate the probability of source location. On esti-
mating the probability, different approaches have been developed 
[24–26]. Among them, a Bayesian probabilistic method from Schu-
macher et al. comprehensively includes various uncertainties in the 
localization process, which are wave velocity, picked arrival time and 
event time [25]. These parameters are estimated before localization 
using an inference model. In practice, however, the concrete medium 
continuously changes due to cracking. New model parameters need to be 
involved and updated. This is usually time consuming. Even for now, 
without introducing and updating new parameters, the computational 
time for one event is reported to be around 50 s. Considering a rapid 
succession of AE events during concrete cracking, this long computa-
tional time is not practical for real-time monitoring, especially in a load 
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testing. 
This paper proposes a new and simplified probabilistic approach, 

which considers uncertainties from arrival time picking, presence of 
crack and sensor layouts. For a given AE event obtained by a localization 
process, we describe the probability of the location of this event in the 
1D, 2D or 3D space using a probability density function. The function is 
found from a simulated source localization process. With more AE 
events occurring, by simply adding up the probability density field of 
each AE event, we are able to get the probability density field of all AE 
events. The probability of the amount of AE events falling in a certain 
space range is the integral of the probability densities over that range. 
With the new approach, we can quantify the AE events distribution in a 
probabilistic manner, considering the uncertainties during the process. 
This is an important base for further quantifying the local crack width 
using AE. And, due to its simple calculation, the method costs less time 
than other more complex probabilistic methods and is applicable for 
real-time monitoring. The new method is implemented in load testing of 
a reinforced concrete beam. 

2. Probability density field of AE events 

The new approach deals with AE events whose locations have been 
estimated by a source localization process. To estimate the source lo-
cations, this paper uses the grid search method [10]. The algorithm 
estimates the source location at the grid which gives the minimal re-
sidual between calculated and measured distance. The residual is 

r
(
xg,p

)
=

∑N− 1

i=1

∑N

j=i+1

[⃦
⃦xg,p − xr,i‖ − ‖xg,p − xr,j‖ − c∙

(
tr,i − tr,j

) ]2
, p

∈ {1, 2,⋯P} (1)  

where, xg,p is the location of grid point p (g represents ‘grid’), xr,i and xr,j 
are the locations of receivers i and j respectively (r represents ‘receiver’), 
tr,i and tr,j are the arrival times at receivers i and j respectively, c is the 
wave speed which can be measured in a preliminary test [27], P is the 
number of predefined grid points, and N is the number of sensors. 

Other localization methods can also be used, such as those consid-
ering a variable velocity distribution [22]. In that case, the estimation of 
source localization error will need to be adjusted. Readers can do the 
estimation following the same step as described in Section 3. 

As stated before, the estimated source location is not the actual one, 
due to inevitable source localization errors. The new method considers 
the errors in a probabilistic manner. Instead of considering the source 
location as one deterministic point, the new approach evaluates the 
probability density function of the source location assuming it as a 
random variable. 

The following subsections introduce the new approach by first 
deriving probability density field of one AE event, then, expanding to 
more AE events in the measuring time and space range. After derivation, 
the physical meaning of probability density field of AE events is 
discussed. 

2.1. Single AE event 

To estimate the probability of the location of one AE event, a study of 
source localization error is needed. In this paper, the source localization 
error is defined as the relative location of the estimated source location 
to the actual location 

Δ = xs − xg (2)  

where, xs is the actual source location and xg is the estimated source 
location. 

The magnitude of source localization error ‖Δ‖ is the Euclidian 
distance between the actual and estimated source locations 

‖Δ‖ =

̅̅̅̅̅̅̅̅̅̅̅̅̅̅

∑k

i=1
Δ2

i

√
√
√
√ , k ∈ {1, 2, 3} (3)  

where, k is the dimension of the measuring zone which could be 1D, 2D 
or 3D and Δi is the error component in the ith direction. 

We assume that the error component Δi follows a normal distribu-
tion, with zero mean and standard deviation σ, which is the same for all 
directions. A same normal distribution ignores the possible anisotropic 
distribution of the source localization error in concrete structures. The 
anisotropy could come from the alignment of cracks between the source 
and the receivers, or from different sensor spacing in different di-
rections. Since this anisotropy is hard to be quantified and may vary 
from case to case, for a general case, this paper assumes an isotropic 
source localization error. 

Under this assumption, we can determine the probabilistic density 
function of the source localization error Δ=(Δ1,⋅⋅⋅,Δk)T as 

f (Δ) =
1

( ̅̅̅̅̅
2π

√ )k
1
σke− ‖Δ‖2/2σ2

, k ∈ {1, 2, 3} (4)  

For 1D source localization, the scalar-valued error Δ = Δ1 follows a 
normal distribution with mean zero and standard deviation σ. For 2D 
and 3D source localization, the error Δ follows a multivariate normal 
distribution with uncorrelated error components Δi, with mean zero and 
the same standard deviation σ. 

With the estimated source location as the origin, we are able to create 
the probability density at any point x as 

f
(
x, xg

)
=

1
( ̅̅̅̅̅

2π
√ )k

1
σke− ‖x− xg‖

2/2σ2
, k ∈ {1, 2, 3} (5)  

where, xg is the estimated source location, x is a random point in the 
space of k dimensions. The probability density at points in the whole 
space form the probability density field of the AE event. The integration 
of probability densities over the whole space equals 1. 

Here, an infinite space where the source could be located is consid-
ered. However, source localization in concrete structures is clearly 
bound by the dimension of the concrete structure itself and the 
measuring zone inside it. This paper neglects the effect from assuming 
an infinite space in the probability distribution. 

Regarding the source localization error magnitude ‖Δ‖, since we 
assume that the error component follows a normal distribution, by 
definition, the error magnitude can be described by a chi distribution 
[28]. The standard chi distribution is: 

χ(x, k) = xk− 1e− x2/2

2k/2− 1Γ(k/2)
, x ≥ 0, k ∈ {1, 2, 3} (6)  

where, Γ(k/2) is gamma function with Γ(1/2) =
̅̅̅
π

√
, Γ(1) = 1 and 

Γ(3/2) =
̅̅̅
π

√
/2, and x =

̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅
∑k

i=1y2
i

√

where yi independently follows a 
standard normal distribution (mean 0 and standard deviation 1). 

In our case of source localization, the error component Δi = yiσ. 
Therefore, x is related to the error magnitude ‖Δ‖ as 

x =

̅̅̅̅̅̅̅̅̅̅̅̅

∑k

i=1
y2

i

√
√
√
√ =

̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅̅

∑k

i=1

(Δi

σ

)2

√
√
√
√ =

1
σ

̅̅̅̅̅̅̅̅̅̅̅̅̅̅

∑k

i=1
Δ2

i

√
√
√
√ =

‖Δ‖

σ , k ∈ {1, 2, 3} (7)  

Then, the standard chi distribution of x can be transformed into the 
distribution of error magnitude ‖Δ‖

g(‖Δ‖, k) = χ(x, k) ∂x(‖Δ‖)

∂‖Δ‖
=

χ(x, k)
σ , x ≥ 0, k ∈ {1, 2, 3} (8)  

which is written as 
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g(‖Δ‖, k) =
‖Δ‖

k− 1e− ‖Δ‖2/(2σ2)

2k/2− 1Γ(k/2)
1
σk, k ∈ {1, 2, 3} (9)  

For 1D source localization, k = 1, the chi distribution is also known as 
half-normal distribution; for 2D source localization, k = 2 leads to a 
Rayleigh distribution; for 3D source localization, the chi distribution 
with k = 3 is Maxwell-Boltzmann distribution. Fig. 1 shows the three 
distributions at a same standard deviation of the error component σ. A 
higher degree of freedom k gives a larger expected value of error 
magnitude. The value of σ is taken as 39 mm, which is found from 
simulated tests described in Section 3.2. 

2.2. Multiple AE events 

When more AE events occur during monitoring, the probability 
density field of each event can be added, resulting in a probability 
density field of multiple AE events. For all AE events that occur in the 
measuring time and space range, the probability density at a random 
location x is calculated as 

pA(x) =
∑

a∈A
f
(
x, xg,a

)
=

∑

a∈A

1
( ̅̅̅̅̅

2π
√ )k

1
σke− ‖x− xg,a‖

2/2σ2
, k ∈ {1, 2, 3} (10)  

where, A is a set of all AE events that occurred in the measuring time and 
space range, xg,a is the estimated location of event a, and other param-
eters are defined same as before. 

Fig. 2 illustrates the whole approach. The required variables/inputs 
are the arrival times tr, the sensor locations xr, the wave speed c and the 
standard deviation of the error component σ. The first three inputs are 
required for a deterministic source localization, and the last one is 
needed additionally for a probabilistic source localization. 

2.3. Physical explanation of probability density field of AE events 

A more specific description of ‘probability density of AE events’ is 
‘probability density of the location of AE events’. The random variable is 
‘the location of AE events’. Same as any other variable, its probability 
density at a point can be interpreted as a relative likelihood that the AE 
events would locate at that point. In other words, the absolute likelihood 
of AE events to locate exactly at one point is 0. Comparing the proba-
bility density at two different points can indicate how much more likely 
it is that the AE events would locate at one point compared to the other. 
For example, Fig. 3a shows the probability density field of (the location 
of) AE event a1. Due to source localization error, this event can be 
estimated at any point in the space with different probability. The 
probability densities at two points p1 and p2 are 75.32 m− 2 and 12.76 
m− 2 respectively. This indicates that the AE event more likely locates at 
p1 than at p2, which makes sense that p1 is closer to the actual location 
than p2. 

More precisely, probability density of (the location of) AE events can 
be used to estimate the probability of AE events falling in a particular 
space range. The particular space range can be decided freely by the user 
depending on the purpose of the measurements. For example, when the 
flexural zone is of more interest, the user could select the flexural zone 
and calculate the probability in that zone. The probability is then 
calculated by the integral of the probability densities over that space 
range. In the same example shown in Fig. 3a, the probability of AE event 
a1 located in the area (enclosed by the black frame) is calculated as 0.82. 
With only one AE event present, the integral over the whole space is 1. 

Fig. 3b shows the probability density field of 3 AE events a1, a2 and 
a3, by cumulating the probability density field of every event. Therefore, 
the probability density at the same point p1 increases to 125.27 m− 2, and 
the probability of AE event within the same area (enclosed by the black 
frame) increases to 1.85. This means that the likelihood that AE events 
are at point p1 or within the black frame increases when more AE events 
occur. The integral over the whole space is the number of AE events 
(which is 3 in our example). 

From the above analysis, probability density of (the location of) AE 
events at any point is determined by the source localization error dis-
tribution, the number and the locations of AE events. Based on the 
probability density, one can estimate the relative likelihood of AE events 
located at any point, and estimate the probability of AE events located 
within a certain space range. Using probability density field of (the 
location of) AE events is a novel method to quantify AE distribution 
including uncertainties. In the following sections, the simplified term 
‘probability density field of AE events’ is used. 

3. Estimation of source localization error 

This section discusses how to obtain the important parameter σ, 
which is the standard deviation of the error component. The parameter σ 
is a statistical property, which requires a large amount of tests involving 
possible uncertainties during source localization. In our previous study 
[29], we simulated 11,827,200 independent source localization pro-
cesses, considering arrival time picking error, presence of cracks, and 
sensor layout. This paper uses the same set of simulations and improves 
in several aspects, which will be further discussed. Then, we use the 
simulated magnitude of source localization error and Eq. (9) to deter-
mine the parameter σ. 

3.1. Description of the simulated source localization process 

In this section, we first model a concrete beam and predefine 308 
artificial sources in the beam. Then, for each source, we estimate the 
arrival times considering influence of arrival time picking and presence 
of crack. Then, based on the influenced arrival times, we calculate the 
location of each source which can be compared with its real location 
(which is predefined). 

Fig. 4 shows the modelled concrete beam with a relaxed crack. The 
dimensions of the beam are 3000 mm × 400 mm × 400 mm. Four AE 
sensors are applied on the surface of the beam. Sensors are arranged in 
eight different sensor layouts, including two 3D layouts, five 2D layouts, 
and one 1D layout (Fig. 5). The eight sensor layouts have same 
maximum sensor spacing. The detection zone is defined as the enclosed 
zone by the sensors. 

The variables of the simulated models are: the maximum sensor 
spacing ΔLx,max (see Fig. 4 for the directions), the position and height of 
the crack (factors α and β in Fig. 4) can be adjusted. When the height of 
the crack is zero, the model describes the condition without presence of 
a crack. A total of 24 independent models are built, with ΔLx,max in the 
range of 300–1500 mm, α in the range of 0–1, and β in the range of 0–1. 

Then, we assume 308 artificial AE sources uniformly distributed in 
the detection zone (as illustrated in Fig. 6). The wave propagation from 
the source to the receiver follows the rule that was measured in a pre-
vious experiment [27], with a wave speed of 4100 m/s and material 

Fig. 1. Probability distribution of error magnitude for k={1,2,3}, with σ =
39 mm. 
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attenuation factor of 20 dB/m. 
The influence of the modelled crack on the arrival time and attenu-

ation is taken into account. According to the measured results [27], the 

arrival times delay 5 μs and 20 μs when waves propagate parallel and 
perpendicular to the crack respectively. We consider an elliptical dis-
tribution of the wave speed in the crack band of the modelled crack. For 

Fig. 2. Derivation of probability density field of AE events.  

Fig. 3. Illustration of probability density field of (a) one AE event and (b) multiple AE events.  

Fig. 4. Configuration of the model.  

Fig. 5. Sensor layouts, including two 3D layouts, five 2D layouts and one 1D layout.  
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the attenuation, a narrow crack of 0.05 mm was measured to attenuate 
the signal amplitude by − 10 dB, which is considered in this model. In 
this way, for each source, we can estimate the arrival times at sensors 
considering the wave propagation in concrete medium and at the 
modelled crack. This part of simulation is similar to the previous study 
[29]. 

In practice, the observed arrival times are also influenced by the 
arrival time picking method. We evaluate the picking error using signals 
generated from a lab test on a concrete specimen, which is more 
representative to our situation. The test setup is described in Section 4.1. 
During the test, a total number of 29,232 signals from concrete cracking 
were acquired. For every signal, the arrival time is picked using a fixed 
threshold of 45 dB. Though the fixed threshold method is the not the 
most advanced and accurate one, this method is still widely-applied 
especially in the commercialized monitoring system [30]. To best 
simulate the practice, we evaluate the arrival time picking error from the 
fixed threshold method. 

The arrival times from the fixed threshold are compared to the real 
arrival times. Since manual picking of real arrival times is not realistic 
for such amount of signals and the manual pick may not be accurate 
either, we use akaike information criterion (AIC) results as reference. 
AIC picks the arrival times based on iterative statistical analysis [21] 
which is not influenced by the threshold level and has proven to be 
substantially more accurate than the fixed threshold method [18]. 
Fig. 7a shows the comparison and the arrival time picking error 

Δtp = tthreshold − tAIC (11)  

where, tthreshold is the arrival time from the fixed threshold method, tAIC 
is the arrival time from AIC. 

Fig. 7b shows the distribution of the arrival time error in the total 
29,232 signals. The error is mostly positive, which means that the result 
from fixed threshold is later than the AIC result. This is expected, as the 
fixed threshold value should be larger than the noise level, resulting a 
later arrival time picking. Although unable to demonstrate the goodness 
of fit, we assume the (positive) data follows a half-normal distribution 
with a zero mean, and by comparing with the error distribution, we 
obtain a standard deviation of 10.5 μs. 

In the simulation, we take a random value from the obtained dis-
tribution as arrival time picking error for each sensor. In the end, the 
influenced arrival time is 

t* = d/c+Δtcrack +Δtp (12)  

where, d is the distance between predefined source location and the 
sensor, c is the wave speed, Δtcrack is the time delay from the modelled 
crack, and Δtp is the arrival time picking error. 

With the influenced arrival times, we the use grid search method to 
calculate back the source location. The grid size is 10 mm. By comparing 
the calculated source location to the real one (predefined), we can 
obtain the source localization error. 

This procedure is repeated 200 times for the 308 artificial sources in 
the detection zone of 8 sensor layouts. In the end, a total number of 
11,827,200 (24 × 8 × 308 × 200) independent simulated tests are 
generated. Based on the simulated results, we determine the source 
localization error distribution in the next section. 

3.2. Determination of the error distribution 

We first determine the parameter σ in error distribution under the 
boundary condition that no crack is present between source and receiver 
(β = 0). 

Fig. 8 shows the counts of the error magnitudes in the eight sensor 
layouts, with the 95 percentile error magnitude marked. The value of 95 
percentile errors reach 165 mm, 156 mm and 90 mm for 3D, 2D and 1D 
respectively. Within 3D (or 2D) layouts, the variation among different 
sensor layouts is not large, because the maximum sensor spacing is 
equal. When the maximum sensor spacing increases to 1 m, the source 
localization error magnitude gets significantly larger due to absence of 
direct waves after attenuation. This part of results are not shown in this 
paper, but can be found in the previous study [29]. 

As discussed before, we assume that the error magnitude follows a 
chi distribution described by Eq.(9), in which the shape depends on the 
dimension k. In the presented study, with the same boundary conditions, 
we assume that all the simulated results follow chi distributions with a 
same σ. We normalize the counts of error magnitude in Fig. 8 by scaling 
the vertical axes. Then, we calculate the residual between the normal-
ized data and the probability density function of chi distribution in each 

Fig. 6. Predefined source locations uniformly-distributed in the detection zone.  

Fig. 7. Arrival time picking error using fixed threshold method compared to AIC results: (a) an example and (b) results of the statistical analysis.  
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sensor layout. The best-fit probability density functions are based on the 
single σ value that gives the least sum of residuals of all the sensor 
layouts. To weigh the residuals of 1D, 2D and 3D equally, we take 
different weight factors: the two 3D layouts each has a weight factor of 
0.5 (=1/2), the five 2D layouts each has a weight factor of 0.2 (=1/5), 
and the one 1D layout has a weight factor of 1. 

From this procedure, the resulting standard deviation of error 
component σ is 39 mm. Fig. 9 shows the normalized data and the fitted 
curves, with the 95 percentile error magnitudes marked. The goodness 
of fit is hard to be improved since we assume a constant parameter σ for 
every sensor layout type. This paper neglects the effect from sensor 
layout types as long as they have same maximum sensor spacing. Study 
on this effect requires more tests on different types of sensor layouts. 

For other conditions with a crack between source and receiver, the 
obtained σ is related to the crack height (Fig. 10a). With increasing crack 
height, σ increases from 39 mm to 55 mm. The maximum value is ob-
tained when the crack cuts through the measurement volume. Fig. 10b 
explains this observation. We define a free zone, where the direct ray 
paths from sources to the receivers do not go through the crack. For 
sources in this free zone, the source localization is not influenced by 
presence of the crack. For sources outside the free zone, at least one of 
the direct ray paths will go through the crack. The crack will delay the 
arrival time, resulting in large source localization error. When the crack 
height increases, the volume of free zone is reduced. More percentage of 
sources will be located with the influence from the crack, giving larger 
overall source localization error. This explains why the standard devi-
ation of the error component σ increased with crack height. 

Table 1 lists the resulting values for σ in conditions of different crack 
heights, with the 95 percentile error magnitudes for 3D, 2D and 1D 
layouts. When the concrete in a sensor grid was not previously cracked, 
condition of zero crack height (β = 0) applies. When concrete was 
cracked in a sensor grid, condition of β = 1 is suggested. This considers 
the worst scenario when the crack height is not available. When the 
cracking condition is unknown, one may use σ = 55 mm for a general 
case. It should be noticed that the suggested values of σ apply when the 
direct waves can be received after attenuation. 

4. Application in a failure test of a reinforced concrete beam 

This section demonstrates the new approach in a failure test of a 
reinforced concrete beam. The test, named as I123A, was from a series of 
tests on full-scale reinforced concrete beams [31]. 

4.1. Test setup 

The reinforced concrete beam has dimensions of 10000 mm × 300 
mm × 1200 mm (Fig. 11a). The concrete nominal compressive strength 
is 65 MPa. It is reinforced by 8Ø25 plain bars in two layers at the bottom. 
The concrete cover is 25 mm. 

The beam was loaded under point load at 3 m away from one support 
(Fig. 11a and b). Five load levels were applied (level 1–5), each con-
taining three cycles (Fig. 12a). The beam failed in shear at 300 kN (in the 
second cycle of load level 5). Four major flexural cracks (CR1-CR4) 
developed sequentially from the load position to the support. Fig. 12b 

Fig. 8. Counts of the error magnitude in the eight sensor layouts when no crack presents, with the 95 percentile error magnitude marked. (Type 1–2 are 3D layouts, 
Type 3–7 are 2D layouts, and Type 8 is a 1D layout [29]. All the types had a maximum sensor spacing of 500 mm). 

Fig. 9. Probability distribution of the error magnitude when no crack is present, with the 95 percentile error magnitude marked.  
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shows the crack patterns at failure. 
Thirteen AE sensors (R6I with central frequency 60 kHz) were 

installed on the surface of the beam, with nine on one side surface and 
four on the centroid line of the bottom surface. Fig. 11b shows the sensor 

layout. The sensor spacing was determined considering the following 
aspects: 

Fig. 10. (a) Standard deviation of the error component in conditions with different crack heights, and (b) illustration of the free zone in source localization with 
a crack. 

Table 1 
Summary of standard deviation of error component σ and 95 percentile error magnitude, in conditions of different crack heights.  

Condition Uncracked in 
a sensor grid 

Cracked in a sensor grid 

Crack height factor β 0 0.1 0.2 0.4 0.6 0.8 1 
Standard deviation of error 

component σ [mm] 
39 42 46 50 52 54 55 

95 percentile error 
magnitude [mm] 

3D 108 116 128 139 144 150 153 
2D 94 102 112 121 126 131 134 
1D 75 81 89 97 101 105 107  

Fig. 11. Test setup: (a) an overview (photo is taken on the DIC side), and (b) beam configuration, load position, one support position, and AE sensor layout.  

Fig. 12. (a) Loading history and (b) crack patterns at failure.  
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(1) The direct waves should be received by at least three sensors after 
attenuation. The attenuation property was measured in a pre-
liminary test [27]. After 1 m, the direct wave amplitude reduced 
60 dB. For a source signal of 100 dB and noise level of 40 dB, the 
direct waves could not be detected after 1 m. This test considered 
1 m as the maximum allowable sensor spacing. Moreover, by 
limiting the sensor spacing that the direct waves can be detected 
after attenuation, the picked first arrivals for source localization 
would be most-likely from the direct waves, instead of the later- 
arrived reflections by the structural boundary. In this way, we 
limit the influence of the reflections on source localization.  

(2) Only one crack can be present between two adjacent sensors. On 
locating AE events from that single crack, no other crack are 
presents between the source and receiver. In this way, the influ-
ence of the presence of cracks was eliminated. Therefore, the 
sensor spacing should be smaller than the estimated crack 
spacing. In our experiments, the crack spacing was estimated to 
be around 0.6 m [32]. 

Based on these, the sensor spacing in longitudinal direction was set to 
be 0.5 m, and in height direction maximum 0.618 m. 

For calibration, digital image correlation (DIC) measurement was 
applied on the other side of the beam (Fig. 11a) [33]. Since the beam 
width was small compared to the length and height, the crack patterns 
and openings on both sides of the beam were considered comparable. 

4.2. Probability density field of AE events 

We applied the probabilistic approach for source localization as 
outlined in Fig. 2 in the beam test. We first estimated the source location 
using the grid search method. The grid size was 10 mm. The arrival times 
were picked using the fixed threshold method with threshold value of 
45 dB. We applied 2D source localization. 

Fig. 13a shows the source localization results accumulated from 
0 until 200 kN (without unloading parts). We detected two cracks CR1 
and CR2 (numbered in Fig. 12b). Due to the source localization error, 
the results were scattered. Furthermore, we cannot quantify the AE 

distribution from this plot. 
The next step was to calculate the probability density field of one AE 

event. From the derivations in Section 2, an important factor is the 
standard deviation of the source localization error component σ. Since 
the conditions of the test were in line with the simulation presented in 
section 3.2 (concrete was not cracked previously, β = 0), the parameter 
σ = 39 mm from Table 1 was directly applied. Fig. 13b shows the 
probability density field of an AE event which was estimated at 
(2.48,0.35) m. 

In the last step, we added up the probability density field of each AE 
event from 0 to 200 kN and obtained the probability density field of all 
AE events (Fig. 13c). Comparing to the normal source localization re-
sults in Fig. 13a, cracks were more clearly illustrated (even the sec-
ondary crack in Fig. 12b can be distinguished). 

We took a few points along the crack from the crack tip to the bottom 
(p1-p7). Fig. 13d compares the probability density of AE events and local 
crack width from DIC at these points. From p1-p4 and p7, we found a 
proportional relationship between the probability density of AE events 
and local crack opening. It seems hard to explain why p5-p6 had less AE 
activities with larger crack width. We are now performing further 
studies to relate the probability density of AE events and the local crack 
widths. 

Following the same procedure, we calculated the probability density 
field of AE events from 0 to 250 kN (Fig. 14a) and from 0 to 300 kN 
(Fig. 14b). In both cases, AE during unloading were excluded. At 250 kN, 
CR3 was detected. At 300 kN (which was close to failure), we acquired a 
vast amount of AE events along CR4: probability density of AE events 
reached 50000 m− 2, much larger than the value at the previous load 
level (around 12000 m− 2). This was possibly due to more AE events from 
crack sliding (shear displacement) before failure. This met with the 
expectation that shear displacement at the critical crack triggered the 
shear failure [1]. 

It should be noted that in the bottom part of the beam, near the re-
inforcements, multiple cracks are present between two adjacent sensors. 
The error distribution should then have a larger standard deviation σ 
than the applied 39 mm for other parts, resulting in a more smeared 
distribution. In this work, we did not consider the spatial variation of the 

Fig. 13. From 0 to 200 kN (without unloading parts): (a) estimated source locations, (b) probability density field of an AE event at (2.48,0.35) m, (c) probability 
density field of all AE events, and (d) probability densities at points p1-p7 along the crack CR2. 
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standard deviation. 
Moreover, the probability density field can be updated in real time 

when new AE events occur. In the demonstration, for a single AE event, 
the total computational time including calculation and visualization was 
around 0.12 s. This is a significant reduction compared to the more 
complex probabilistic methods (which was around 50 s per AE event 
[25]). 

This application shows the benefits of probability density field of AE 
events in damage identification. Firstly, it allows the users to consider 
the inevitable uncertainties during the localization process, such as 
arrival time picking error and presence of crack. Secondly, the proba-
bility density quantifies the distribution of AE events. And, by 
comparing the test results, the probability density of AE events can 
better identify the localised cracking. Even smaller cracks (like the 
secondary crack), whose AE events are easily masked by the vast amount 
of AE of a major crack, can be distinguished. Thirdly, this method uses 
simple calculation that can be applied in real time without much time 
consuming. Moreover, the probability density of AE events is closely 
related to the crack width. Exploring the relationship is an on-going 
work. 

5. Recommendations for application in engineering practice 

To implement the probability density field of AE events in practice, 
some remarks are addressed:  

• On designing the sensor spacing, two aspects need to be considered. 
First, the sensor spacing should allow the direct waves being detected 
by sufficient number of sensors after attenuation. Here, a preliminary 
measurement on wave attenuation is needed. Second, the sensor 
spacing is suggested to be smaller than the expected crack spacing. In 
this way, it is likely that only the crack which generates AE sources is 
present between two sensors and no other cracks are present between 
the source and the receiver. This consideration limits the influence 
from presence of crack. 

• This paper uses the grid search method to estimate the source loca-
tions. Other localization methods can also be used, such as those 
considering a variable velocity distribution [22]. A different locali-
zation method may provide different source localization errors. 
Therefore, the standard deviation of error component σ needs to be 
adjusted correspondingly.  

• The influential factor, arrival time picking error, need to be updated 
if different arrival time picking methods are used. Once the arrival 
time picking error is determined for a specific test setup, it is sug-
gested to run a similar simulation to get the standard deviation of the 
error component.  

• For the studies that only require the crack patterns, one can directly 
use the distribution proposed in this paper, without running the 
simulations.  

• For real time monitoring, the probability density field of AE events 
can be updated at every new AE event. 

6. Conclusion and further study 

This paper proposes a simple probabilistic method to identify 

damages in concrete structures, which considers the source localization 
error. Unlike the conventional source localization methods that aim to 
accurately estimate the source location, this method provides the 
probability density of the location of AE events. A key parameter is the 
standard deviation of error component σ. This paper demonstrates how 
to determine this parameter from simulated tests. With the key param-
eter known, we are able to determine the probability density field of AE 
events. The integral of probability density over a certain space range 
indicates the probability of AE events located in that space range. 

The proposed method has been applied in a reinforced concrete 
beam. The application shows many benefits of this method. First, the 
source localization errors are included in a probabilistic manner. Sec-
ond, the probabilistic approach can provide a clearer crack pattern 
compared to conventional source localization. Third, the new method is 
efficient in computational time, thus can perform real time monitoring. 
Moreover, the probability density of AE events is closely related to the 
local crack width. 

For future studies, the uncertainties that may influence the param-
eter σ need to be further elaborated, such as different types of sensor 
layouts. Moreover, it is valuable to further study the relationship be-
tween the probability density of AE events and the local crack width 
(which is on-going). 
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