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Assessment of RANS Turbulence Models
for Straight Cooling Ducts: Secondary
Flow and Strong Property Variation
Effects

Thomas Kaller, Alexander Doehring, Stefan Hickel, Steffen J. Schmidt,
and Nikolaus A. Adams

Abstract We present well-resolved RANS simulations of two generic asymmetri-
cally heated cooling channel configurations, a high aspect ratio cooling duct operated
with liquid water at Reb = 110 × 103 and a cryogenic transcritical channel oper-
ated with methane at Reb = 16 × 103. The former setup serves to investigate the
interaction of turbulence-induced secondary flow and heat transfer, and the latter to
investigate the influence of strong non-linear thermodynamic property variations in
the vicinity of the critical point on the flow field and heat transfer. To assess the
accuracy of the RANS simulations for both setups, well-resolved implicit LES sim-
ulations using the adaptive local deconvolution method as subgrid-scale turbulence
model serve as comparison databases. The investigation focuses on the prediction
capabilities of RANS turbulence models for the flow as well as the temperature field
and turbulent heat transfer with a special focus on the turbulent heat flux closure
influence.

1 Introduction

Understanding cooling duct flows is essential for efficient structural cooling in many
technical applications. Examples range from ventilation systems, electrical compo-
nent cooling to launcher propulsion systems. The latter use the cryogenic propellant
as coolant at a supercritical state.

T. Kaller (B) · A. Doehring (B) · S. J. Schmidt · N. A. Adams
Chair of Aerodynamics and Fluid Mechanics, Department of Mechanical Engineering,
Technical University of Munich, Boltzmannstr. 15, D-85748 Garching bei München, Germany
e-mail: thomas.kaller@tum.de

A. Doehring
e-mail: alex.doehring@tum.de

S. Hickel
Faculty of Aerospace Engineering, Technische Universiteit Delft, Kluyverweg 1,
2629 HT Delft, The Netherlands

© The Author(s) 2021
N. A. Adams et al. (eds.), Future Space-Transport-System Components
under High Thermal and Mechanical Loads, Notes on Numerical Fluid Mechanics
and Multidisciplinary Design 146, https://doi.org/10.1007/978-3-030-53847-7_20

309

http://crossmark.crossref.org/dialog/?doi=10.1007/978-3-030-53847-7_20&domain=pdf
mailto:thomas.kaller@tum.de
mailto:alex.doehring@tum.de
https://doi.org/10.1007/978-3-030-53847-7_20


310 T. Kaller et al.

The turbulent flow and heat transfer within a cooling duct is highly affected by the
presence of secondary flows and strong non-linear thermodynamic property varia-
tions in the vicinity of the pseudo-boiling line (PBL) [5]. Secondaryflows enhance the
mixing of hot and cold fluid and increase thus the overall cooling efficiency. Within
the current study we focus on the relatively weak turbulence-induced secondary flow.
Strong non-linear property variations are induced by intermolecular repulsive forces
and significantly affect the heat transfer and shear forces. As a consequence, effects
like the heat transfer enhancement as well as the onset of heat transfer deterioration
in transcritical flows are difficult to correctly predict.

Three major turbulence simulation classes exist: direct numerical simulations
(DNS), large-eddy simulations (LES) and Reynolds-averaged Navier-Stokes simu-
lations (RANS). In DNS all spatial and temporal scales are fully resolved. In LES,
large turbulent structures are resolved, whereas small scales or subgrid-scales (SGS)
are modelled. Using RANS, the Navier-Stokes equations (NSE) are solved approxi-
mately for the averaged state and all scales aremodelled. To close the equation system
approximations for Reynolds stresses u′

i u
′
j and turbulent heat fluxes u

′
i h

′ have to be
derived.Reynolds stressmodels (RSM) introduce partial differential equations (PDE)
for the individual turbulent stress components offering the advantage over less com-
plex models, like the k − ε or SST models, to account for turbulence anisotropy. To
approximate the unknown turbulent heat fluxes the most prevalent method is using
a gradient transport approach with a constant Prt . To account for the anisotropy
of u′

i h
′ additional PDEs can be introduced for the individual components or a less

expensive algebraic approximation based on the Reynolds stress tensor utilised.
Relevant DNS studies of turbulence-induced secondary flow in square ducts

include [11, 25], and in high aspect ratio ducts [31], the AR ranging from 1 − 7.
The interaction of heating and turbulence-induced secondary flow has been analysed
by [29] for square ducts and by [6] for rectangular ducts at small aspect ratios, both
performed LES. DNS of a transcritical channel flow has been performed byMa et al.
[24] using an entropy-stable double-flux model in order to avoid spurious pressure
oscillations. They have observed a logarithmic scaling of the second-order struc-
ture function and a k−1 scaling of the streamwise energy spectra, which supports
the attached-eddy hypothesis in transcritical flows. A heated transcritical turbulent
boundary layer over a flat plate has been investigated by Kawai [20] with DNS. His
study shows large density fluctuations, which exceed Morkovin’s hypothesis and
lead to a non-negligible turbulent mass flux. RANS studies for cooling duct flows
under realistic rocket engine conditions have been presented by [26, 27].

In the first part of the present study an asymmetrically heated high aspect ratio
cooling duct (HARCD) at Reb = 110 · 103 and a moderate heating of TW − Tb =
40K is investigated using the BSL RSM and various turbulent heat flux closure
models with ANSYS CFX. This setup has been studied experimentally, [28], and
using a LES, [16–19] serving as comparison database. In the second part a cryogenic
transcritical channel at Reb = 16 · 103 is investigated with the BSL RSM and var-
ious turbulent heat flux closure models with ANSYS FLUENT. The bulk pressure
surpasses the critical value and the wall temperatures enclose the pseudo-boiling
temperature. This setup has been studied in [8, 9] serving as comparison database.
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The overall target is to assess the prediction capability of industrial RANS tools for
cooling duct flows with a focus on the influence of the turbulent heat flux closure.

2 High Aspect Ratio Cooling Duct

This section focuses on the asymmetrically heated HARCD. Results for the RANS
BSL RSM in combination with different heat flux closure models are compared to a
LES to assess the prediction capability of secondary flow and turbulent heat transfer.

2.1 Equation System and Numerical Model

For the RANS simulations the compressible Navier-Stokes equations (NSE) with
the total energy equation are used as implemented in ANSYS CFX, see [1, 2]. The
fluid properties are evaluated based on the IAPWS IF97 formulation. To close the
equation system approximations for ρu′

i u
′
j and ρu′

i h
′ are required. Reference [17]

showed, that the ω-based BSL RSM gives the overall best results for the HARCD
setup. Additional PDEs are solved for each component of ρu′

i u
′
j and the specific

dissipation ω. At the walls the so-called automatic wall treatment functionality is
employed.

Formodellingρu′
i h

′ weutilise the state of the art gradient approachwith a constant
Prt , two algebraic and a secondmoment closuremodel. For the gradient approach the
turbulent heat fluxes are proportional to the enthalpy gradients and the isotropic tur-
bulent diffusivity αt with αt = νt/Prt . The algebraic Daly-Harlow and the improved
Younis models employ an anisotropic αt -tensor as a function of the Reynolds stress
tensor, see [7, 32]. For the second moment closure model an additional PDE is
solved for each component of ρu′

i h
′. The latter is a beta feature within ANSYS CFX

(CADFEM GmbH, personal communication, 2018).
For the LES database of [19] the incompressibleNSEwith theBoussinesq approx-

imation are applied. The transport properties are evaluated using the IAPWS cor-
relations. For time discretisation a third-order Runge-Kutta scheme with CFL = 1
is utilised and for spatial discretisation a second-order finite-volume method. As an
implicit LES is performed, the size of the subgrid scales (SGS) is determined by
the chosen grid resolution. As SGS model the adaptive local deconvolution method
(ALDM) is used, see [13].

2.2 Simulation Setup

The setup consists of two domains simulated independently, see Fig. 1. The adiabatic
periodic section is 50 × 25.8 × 6mm3 and theheated section is 600 × 25.8 × 6mm3.
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Fig. 1 Simulation setup with the focus of the current investigation on the non-faded part

The straight part is followed by a curved section, which is not part of the current
study and analysed in [17]. The grid resolution for the well-resolved RANS has been
determined with an extensive grid sensitivity study based on the periodic section
and satisfies y+ ≈ 1 for the adiabatic and heated walls. In total 34/512 × 115 × 64
nodes are used for the periodic, respectively the heated domain.

The periodic duct serves to generate a fully developed turbulent HARCD inflow
profile. The simulation is performed with liquid water treated as incompressible with
fixed fluid properties at Tb = 333.15K. All walls are defined as smooth adiabatic
walls. In streamwise direction a periodic boundary condition is set with a constant
mass flow of ṁ = 0.8193 kg/s corresponding to ub = 5.3833m/s and Reb = 110 ·
103. Convergence is accelerated by using physical and local time stepping methods
and lowering the pressure update multiplier, and is reached when a RMS target value
of 1 · 10−6 is surpassed for the momentum and continuity equation residuals.

For the heated domain simulations the compressible NSE are used. All walls
are treated as smooth walls with the automatic wall treatment option applied. The
lower wall is an isothermal wall with a fixed TW = 373.15K and the remaining are
adiabatic walls. At the inlet velocity and turbulence fields from the periodic domain
are prescribed, and at the outlet an average pressure of pout = 101325 Pa is set.
Convergence is accelerated by using physical and local time stepping methods, and
is reached when a RMS target value of 1 · 10−6 is surpassed for the momentum,
continuity and total energy equation residuals.

2.3 Flow and Temperature Field

In the following, theRANS results of theBSLRSM turbulencemodel in combination
with different turbulent heat flux closures are compared to the LES of [19].

Figure2 shows the cross-sectional flow and temperature field and Fig. 3 depicts
the flow and temperature profiles along the duct midplane at x = 300mm after the
beginning of the heated straight HARCD. As the choice of turbulent heat flux closure
has a negligible effect on the velocity field all RANS results coincide in Fig. 3a/b.
We observe for the streamwise velocity of the adiabatic duct results, that the LES
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Fig. 2 Secondary flow and temperature field at x = 300mm for the BSL RSM with Prt = 0.9.
Isolines are drawn from 2K to 40K in steps of 2K

Fig. 3 Streamwise (a) and secondary flow velocity (b), temperature (c) and turbulent heat flux
distribution (d) along 2z/Lz = 0 at x = 300mm for the LES ( ) and the BSL RSM
with Prt = 0.85 ( ), Prt = 0.9 ( ), Daly-Harlow model ( ), Younis model
( ) and PDE model ( ). In a/b the adiabatic results are plotted as dotted lines. In a/c
the analytical law of the wall and the empirical function of Kader are plotted as ( )

follows closely the analytical law of the wall, u+ = 1/0.41 · ln y+ + 5.2, whereas
in the RANS the velocity is underestimated in the viscous sublayer and buffer layer.
The heating leads to an upwards shift in the log-law region, which is not represented
by the RANS.
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The secondary flow field in the HARCD consists of a counter-rotating vortex pair
in each corner, a smaller vortex above the heated wall and a larger one along the
lateral wall. Figure3b depicts the heated wall-normal velocity with the maximum
being the footprint of the small vortex and the minimum that of the large vortex in
the duct midplane. The small vortex strength is significantly underestimated in the
RANS, whereas the large vortex strength agrees well with the LES data. Using other
turbulence models than the BSL RSM, the results deviate further from the LES, see
[17]. When heating is applied the secondary flow strength becomes weaker along
the duct, [19]. The RANS captures this behaviour only for the large vortex, whereas
the small vortex strength slightly increases.

In Fig. 3c normalised temperature profiles are shown with T+ = T/Tτ and Tτ =
qW/(ρW cpW uτ ). Kader’s law [15] is defined as T+ = Pr y+ for the viscous sublayer
and T+ = 2.12 ln(y+) + (3.85Pr1/3 − 1.3)2 + 2.12 ln(Pr) for the log-law region,
assuming Pr and Prt to be constant and pure channel flow. The LES follows Kader’s
law in the sublayer and shows a significant upwards shift in the log-law region due
to the secondary flow presence generating a local hot spot in the midplane. Strong
differences between the RANS heat flux closure models become apparent in the log-
law region, however, the temperature is underestimated for all models. One reason
is the significantly weaker small vortex. From the BSL RSM with Prt = 0.9 over
Prt = 0.85 and the algebraic models to the PDE-model, an increasing downwards
shift of the T+-profile is visible and a reduction of the profile-slope. Overall the T+-
deviation from the LES grows, accompanied by an increasing deviation of the local
and global heat transfer. The integral wall heat flux over the first 500mm increases
from 3.2 kW in the LES over 3.6 kW for BSL RSM with Prt = 0.9 and 3.9 kW for
the Younis-model to 4.35 kW for the PDE model. Likewise, the lower wall shear
stress is overestimated in the RANS with τW,RANS ≈ 51.0 Pa for all closure models
versus the LES value of 45.7 Pa. Without heating the values show less deviation with
τW,LES = 53.2 Pa and τW,RANS = 54.8 Pa. The observed deviations are possibly due
to the usage of the automatic wall treatment option of ANSYS CFX.

The turbulent heat flux comparison in Fig. 3d shows, that u′T ′ is underestimated in
the RANS unless the PDE model is employed. The Younis model offers an improve-
ment over the simpler Daly-Harlow model and the Prt = const. models. For the
latter u′T ′ ≈ 0 due to the negligible streamwise temperature gradient. The u′T ′-
maximum close to the heated wall cannot be represented by the RANS, see [17] for
further details. The wall-normal turbulent heat flux is overestimated for all consid-
ered RANS models. A similar behaviour as for the temperature and the wall heat
flux is observed: the deviation from the LES increases from the Prt = const.models
over the algebraic models to the PDE model, providing a further explanation for the
overestimated heat transfer in the RANS simulations.
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3 Channel Flow with Strong Property Variations

This section focuses on the transcritical channel flow. Results for the RANS BSL
RSM in combination with different heat flux closure models are compared to LES
to assess the prediction capability of the flow field with strong property variations.

3.1 Equation System and Numerical Model

The LES was performed solving the three-dimensional compressible continuity,
momentum and total energy equations. The finite-volume method is applied in order
to spatially discretise the governing equations on a block structured, curvilinear grid.
The compact four cell stencil approach by [10] is used to compute the convective
fluxes. A physically consistent subgrid-scale turbulence model based on ALDM [12]
is implicitly included in the convective flux calculation. More information about the
LES simulation can be found in [9].

The compressible NSE are solved for all transcritical RANS simulations using
ANSYS FLUENT [3, 4]. The Reynolds stresses aremodelled using theω-based BSL
RSM showing the best results in our preliminary tests. The free stream sensitivity
within the BSL RSMmodel is removed by scaling the baseline κ − ω equations. The
ω-equation can be integrated throughout the viscous sublayer allowing for a blending
between the viscous sublayer and logarithmic layer formulation. The turbulent heat
flux ismodelled establishing a relationship between the eddy diffusivity and turbulent
Prandtl number. In this study we used Prt = 0.85 (default in FLUENT) and an
algebraic formulation by Kays and Crawford (KC) [21].

Thermodynamic and transport properties are obtained using an adaptive look-
up table method, which is based on the REFPROP database [23]. This method has
been used for the LES and RANS simulations extracting thermodynamic and trans-
port properties from the tabulated look-up database via trilinear interpolation. The
accuracy of the extracted values has been shown in [9].

3.2 Simulation Setup

A generic channel flow configuration is used to focus this study on transcritical heat
transfer and on the impact of non-linear thermodynamic effects on turbulent flows.
Periodic boundary conditions are imposed in stream- and spanwise direction, and
isothermal no slip boundary conditions are applied at the top and bottom walls. The
channel geometry is 2πh × 2h × πh in the streamwise, wall-normal and spanwise
direction, respectively, see Fig. 4. The channel half-height h is used as characteristic
length. A hyperbolic stretching law is applied in wall-normal direction in order to
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Fig. 4 Computational domain with a hot wall at the top and a cold wall at the bottom at supercritical
pressure

fulfill the resolution requirements at walls, whereas a uniform grid spacing is used in
the stream- and spanwise direction. Roughness and gravity effects are not considered
in the simulations.

Methane is used as working fluid with its critical pressure of pcr = 4.5992MPa
and critical temperature of Tcr = 190.564K. The bulk pressure is pb ≈ 5.0MPa,
corresponding to a reduced pressure of pr = pb/pcr = 1.09. The cold wall temper-
ature is set to Twc = 180K (Twc < Tcr ) and the hot wall temperature to Twh = 400K
(Twh > Tcr ), thus a temperature ratio of Twh/Twc = 2.22 is obtained. These boundary
conditions encompass the pseudo-boiling temperature of Tpb ≈ 193.6K at pb and
result in a density ratio of ρwc/ρwh = 12.0.

Abody force in themomentumand energy equation is added tomaintain a constant
mass flux, which corresponds to a bulk velocity of ub = 74m/s. This results in a
bulk Reynolds number of Reb = (ub2hρb)/μb ≈ 1.67 · 104. The LES and RANS
simulations are initialised with a parabolic velocity profile. A linear temperature
distribution with a bulk pressure of 5MPa is prescribed to accelerate the convergence
and reduce high gradients at the beginning of the simulations. Results obtained with
the SST model are used as initial guess for the BSL RSM simulations. Convergence
is reached when a RMS target value of 1 · 106 is surpassed for the momentum,
continuity, total energy and RSM transport equation residuals.

3.3 Flow and Temperature Field

In the following, the RANS simulations using the BSL RSM turbulence model
together with a constant turbulent Prandtl number and the KC model are compared
with the LES. The mean flow properties in the LES are generated by averaging in
time and subsequently in streamwise and spanwise direction after reaching a quasi-
stationary state.

Figure5a shows the van Driest transformed mean velocity distribution at the cold
and hot wall side over wall units. Since the turbulent heat flux model has a minor
effect on the velocity similar results for the constant turbulent Prandtl number and
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Fig. 5 Mean flow properties over wall units with the van Driest transformed velocity in (a) and
transformed temperature in (b) The analytical law of the wall with κ = 0.41 and B = 5.2, and the
empirical function of Kader are plotted as ( ). LES ( ), BSL RSM with Prt = 0.85
( ) and BSL RSM with Kays and Crawford model ( )

the KCmodel are achieved. For this reason, the velocity profiles using the KCmodel
have been excluded in Fig. 5a. A good agreement is observed between the LES and
the RANS simulation at the hot wall. The profiles also follow the analytical log
law with κ = 0.41 and B = 5.2, since the fluid exhibits an ideal gas like behavior
towards the hot wall. The latter has been shown using the compressibility factor in
[9]. The pseudo-boiling position is located at y+ ≈ 11 in the vicinity of the cold
wall, where strong property variations are present. As a consequence, the LES and
RANS do not coincide and do not follow the law of the wall. Other studies [9, 20, 22,
24] showed, that no general transformation including the semi-local scaling [14] and
the transformation by Trettel and Larsson [30] is able to collapse the mean velocity
profiles for transcritical flows throughout the viscous sublayer and log law region
onto the analytical law of the wall.

The temperature distribution is shown in Fig. 5b using T+, see Sect. 2.3. The
distribution at both walls exhibits a viscous sublayer and log law with different
slopes. The specific heat capacity peak at the pseudo-boiling position acting as a
heat sink leads to a flattening at the cold wall. Only a small difference is observed
between RANS and LES, which is slightly improved using the KC model for the
turbulent Prandtl number. Due to the strongly varying molecular Prandtl number
no analytical law of the wall formulation is included at the cold wall. The RANS
and LES profiles at the hot wall diverge with increasing wall distance. The RANS
profiles follow the empirical formulation by Kader, see Sect. 2.3, in the sublayer,
but underestimate the temperature in the log layer. Using KC model for Prt slightly
adjusts the temperature towards the Kader law.

The turbulent Prandtl number profiles are compared inFig. 6.The turbulent Prandtl
number in the LES is derived based on the enthalpy since the perfect gas relation
h = cpT is not valid in transcritical flows [8]. A good agreement between RANS
and LES is achieved at the cold wall for y+ > 10, but the turbulent Prandtl number
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Fig. 6 Turbulent Prandtl number distribution over wall units. Prt at the cold (a) and hot wall (b).
LES ( ), BSL RSM with Prt = 0.85 ( ) and BSL RSM with Kays and Crawford
model ( )

Table 1 Summary of integral values for LES and RANS simulations

τwc [Pa] τwh [Pa] |q̇wc |
[
MW m−2

] |q̇wh |
[
MW m−2

]

LES 1257 708 3.48 3.00

BSL RSM with
Prt = 0.85

2420 802 5.26 4.95

BSL RSM with
KC

2410 804 5.03 4.72

in the LES starts to increase closer to wall. This can also be observed at the hot wall,
where the KC formulation increases earlier to the wall value of 1.70.

The evaluation of the integral wall values for the performed simulations in Table1
shows, that the wall shear stress at the hot wall for the RANS with Prt = 0.85 is
close to the LES. The discrepancy in the velocity profiles at the cold wall can also be
seen by means of the wall shear stress, which is approximately double as high in the
LES. Higher heat flux values in the RANS simulations result in the observed smaller
temperature values compared to the LES. The use of KC for Prt does not lead to
major improvements in the integral values. Thus, the Reynolds stress modelling has
to be analysed and improved as proposed by [20].

4 Summary and Conclusion

We have conducted RANS simulations using the BSL RSM in combination with
various turbulent heat flux closure models for an asymmetrically heated high aspect
ratio water cooling duct and a transcritical channel flow including strong property
variations within. For the former we used the commercial solver ANSYS CFX and
for the latter ANSYS FLUENT. The results have been compared to well-resolved
LES simulations.
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For the HARCD, the BSL RSM was used in combination with Prt = 0.85,
Prt = 0.9, the algebraic Daly-Harlow and Younis models and additional PDEs for
the individual heat flux components. We observed for the secondary flow field, that
the small vortex strength and extension is significantly underestimated and that the
large vortex strength is in good agreementwith the LES.Due to theweaker secondary
flow the dimensionless temperature T+ is underestimated for all RANS model com-
binations. Using more complex heat flux closure models, the deviation from the LES
increases further from the constant Prt model over the algebraic models to the PDE
model. Likewise, the wall-normal turbulent heat flux v′T ′ is overestimated and the
deviation increases using amore complex heat flux closure. The T+-underestimation
is accompanied by an overestimation of the local and the global wall heat flux. Sim-
ilarly the wall shear stresses are overestimated in the RANS with a higher deviation
for the heated than the adiabatic duct. A possible reason is the usage of the automatic
wall treatment option by ANSYS CFX.

For the transcritical channel case thermodynamic and transport properties have
been modelled using the look-up table method. The BSL RSM turbulence model has
been used in combination with a constant turbulent Prandtl number of 0.85 and the
formulation by Kays and Crawford as heat flux closure. The van Driest transformed
velocity profiles show a good agreement between RANS and LES following the law
of the wall at the hot wall. A discrepancy has been observed at the cold wall, where
the pseudo-boiling is present. This mismatch can also be seen in the wall shear stress
values. The temperature is flattened at the cold wall due to the heat capacity peak.
The temperature profiles in the RANS simulations are underestimated compared to
the LES, which is related to the higher wall heat flux values. An improved heat flux
closure given by KC results in only minor improvements in the temperature profiles.
These results lead to the conclusion, that the Reynolds stress modelling has to be
addressed in order to overcome the mismatch in the vicinity of the pseudo-boiling
to achieve the correct wall shear stresses.
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