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a b s t r a c t

With the advent of large-scale application of hydrogen, transportation becomes crucial.

Reusing the existing natural gas transmission system could serve as catalyst for the future

hydrogen economy. However, a risk analysis of hydrogen transmission in existing pipe-

lines is essential for the deployment of the new energy carrier. This paper focuses on the

individual risk (IR) associated with a hazardous hydrogen jet fire and compares it with the

natural gas case. The risk analysis adopts a detailed flame model and state of the art

computational software, to provide an enhanced physical description of flame

characteristics.

This analysis concludes that hydrogen jet fires yield lower lethality levels, that decrease

faster with distance than natural gas jet fires. Consequently, for large pipelines, hydrogen

transmission is accompanied by significant lower IR. Howbeit, ignition effects increasingly

dominate the IR for decreasing pipeline diameters and cause hydrogen transmission to

yield increased IR in the vicinity of the pipeline when compared to natural gas.

© 2021 The Authors. Published by Elsevier Ltd on behalf of Hydrogen Energy Publications
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Introduction

Hydrogen is considered one of the key factors in the

impending required changes in the energy system transition.

The reuse of the existing natural gas system could serve as a

catalyst for entering in the upcoming hydrogen economy.

Nevertheless, due to its characteristics, hydrogen is perceived

as being more dangerous.

The Netherlands was one of the first countries to start with

a regulation on safety concerning transportation of hazardous

substances. Already in the seventies, the Dutch Committee on

the Prevention of Disasters published the early versions of the

Coloured Books, that provide guidelines for safety re-

quirements and calculation methodologies for the transport

of hazardous substances through pipelines. Central to the

safety of pipeline transport is external safety, that refers to the

risks to which “external parties” are exposed as a result of

pipeline transport activities. A relevant risk metric is the in-

dividual risk (IR), that is defined as the probability of a fatal

injury per year of a hypothetical individual who is continu-

ously present at a particular distance from the pipeline [38,46].

Currently, there is still limited adequate knowledge of the

involved risks when reusing the natural gas transmission

network for hydrogen transport. Authors of [20] and [14]

explored the adverse consequences of hydrogen transmission

associated with an accidental pipeline failure. The European

NaturalHy project analyses the consequences of pipeline

failure for hydrogen up to 24% inmethane/hydrogenmixtures

[32]. The author of [39] presents the influence of operating

pressure and pipeline diameter on the consequences of

hydrogen up to 50% in methane/hydrogen mixtures. The au-

thors of [33] and [44] determine the consequences and the IR

for hydrogen up to 100% in methane/hydrogen mixtures.

Aforementioned research uses prescribed software to

determine the thermal radiation of jet fires and does not give

any physical explanation of the outcomes. Others use point

sourcemodels to calculate the thermal radiation levels. While

the point sourcemodel is elegant by its simplicity, it should be

recognised that point source models incorrectly predict the

thermal radiation in the vicinity of the flame (typically within

two flame lengths) where the radiation is heavily influenced

by the flame geometry [29]. Some enhancement is possible by

considering the flame represented by multiple point sources

along the length of the flame [32]. More accurate results,

especially in the near field, can be obtained by taking the flame

characteristics into account by the solid flame model [9,35].

To obtain a better view of the practical risks involved for

hydrogen jet fires, the IR is calculated for multiple failure

events along the pipeline cumulated for various wind sce-

narios and compared to the natural gas case. Based on the

pipeline characteristics and the transmission gas, the proba-

bility of occurrence of a jet fire and the associated conse-

quence will be calculated. The vulnerability model will be

used to determine the lethal effect of the thermal radiation

assuming 20 s of exposure of constant radiation. The solid

flame model is used to get accurate radiation levels, even in

the vicinity of the pipeline, where the flame geometry heavily
influences the level of radiation. This work utilises SAFETI-NL

v8.21 [10], state of the art software, to provide an enhanced

physical description of flame characteristics, taking into ac-

count the tilting effects due to the prevailing wind conditions.

Mathematical transformations are specified to apply the solid

flame model for tilted flames.
Risk methodology

Risk is the combination of the probability of pipeline failure

and the adverse consequence of failure. Not all failures result

in severe consequences, and two types of pipeline failure,

namely, a leak or rupture, can be distinguished. For under-

ground natural gas as well as for hydrogen transmission, the

contribution of leaks to the final risk is negligibly small, and

pipeline ruptures dominate the risk, considered as only rele-

vant failure scenario [15,32]. Following a rupture of an un-

derground pipeline a sphere-shaped gas cloud is formed due

to the instantaneous release of large quantities of expanding

gas. If ignited, a fireball is observed, which rises and burns out,

followed by a high momentum jet fire which gradually re-

duces in height with time due to decreasing internal pressure

[32]. Following the Dutch Decree on the External Safety of

Pipelines (Bevb) the consequence of failure will entail the

modelling of the jet fire only [36].

To determine the risk from an accidental pipeline rupture,

it is essential to distinguish the two sorts of effects: over-

pressure due to physical explosion and thermal radiation of

the jet fire. Generally, over-pressure effects are not high

enough to make a significant contribution to the risk, and

thermal radiation dominates the risk [15]. No significant over-

pressure is measured for hydrogen releases [2]. Therefore, in

this work, thermal radiation is considered as the only relevant

consequence scenario.

Individual risk

The individual risk (IR) is a common criterion worldwide to

quantify the spatial risks of pipeline transport. IR is the

probability of a person dying as a result of a pipeline opera-

tion. In the Netherlands, the location-specific risk (LSR) is

used, that slightly differs from the IR. The LSR is defined as the

probability in a per-year basis of a hypothetical unprotected

person who is continuously present at a certain distance from

the pipeline dying as a result of pipeline operation [38,46]. In

contrast to the IR, the LSR does not assume flight behaviour

and the person is continuously present. In the paper the

wording IR is used, while actually the Dutch LSR is meant.

An analysis of the IR entails the quantification of the risk

along an imaginary line perpendicular to the pipeline, referred

to as a risk transect. In scientific research, the IR is frequently

determined from a single failure event located at the origin of

the risk transect, although pipeline failure could occur at any

point along the pipeline Failures which are located further

away from an individual result in less significant radiation

levels than failures nearby. Thus, IR calculation from a single

failure location results in an overestimation of the risks for

https://doi.org/10.1016/j.ijhydene.2020.11.248
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gases with small effect distances, for instance, hydrogen.

Ideally, the IR should be calculated by integrating the risk

associated with each failure event over the pipeline length

that could potentially lead to a lethality level of at least 1% at

that particular location [6].

The paper focuses on a quantitative risk analysis for a

hazardous jet fire event, for which the IR will be quantified.

The IR is the product of the failure frequency, ignition proba-

bility and the lethality, summed over the rupture locations on

the pipeline. The failure frequency and the ignition probability

may vary due to different design conditions along the pipeline

length. By assuming uniform design conditions, and thus

uniform failure frequency and ignition probability along the

pipeline length, the IR can be estimated by the following

equation:

IR¼ FF ,Pi,

Zb
0

LtðyÞdy (1)

where: FFdfailure frequency in 1/km$year, Pidprobability of

ignition, LtðyÞdlethality due to thermal radiation obtained

from an incident at position y on the pipeline, bdlength of the

pipeline section in m.

Generally, the lethality drops with distance from the flame

due to decreasing radiation levels. Therefore, the IR is calcu-

lated for all distances in the vicinity of the pipeline. To obtain

insight into the practical risks involved, the IR should be

cumulated for all weather scenarios [43]. Wind conditions are

usually uncertain; theymay have various velocity and be from

any direction. In this work, sixteen wind scenarios are used:

four wind velocities of 1.5, 3, 5, and 9 m/s [36], then uniformly

distributed over four wind directions of 0�, 90�, 180� and 270�,
with respect to the risk transect.

IRðdÞ ¼ FF , Pi ,

Zb
0

 X
uw

X
4w

Ltðuw;4w;d; yÞ = 16
!
dy (2)

uw 3 f1:5;3; 5; 9g; 4w3f0�; 90�;180�;270�g
where uw is the wind velocity in m/s, 4w the wind direction in

degrees (with respect to the risk transect) and d the distance

from the jet fire.

For numerical calculations, the IR can be modelled by the

summation of multiple discrete failures at specific locations.

The mutual distance between the discrete failures should be

low enough to ensure that the IR does not change significantly

when the mutual distance is decreased. An acceptable start-

ing distance is 10 m.

For numerical calculations, the IR can be modelled by the

summation of multiple discrete failures at specific locations.

The mutual distance between the discrete failures should be

low enough to ensure that the IR does not change significantly

when the mutual distance is decreased. An acceptable start-

ing distance is 10 m [36].

Frequency of jet fire

The probability of a hazardous jet fire happening is the com-

bination of the failure frequency and the ignition probability.

The failure frequency defines the number of failures per year,
usually expressed with the unit ‘(failures) per km per year’

[21]. For natural gas transmission pipelines, the failure fre-

quency is reported by the European Gas Pipeline Incident Data

Group (EGIG), consisting of pipeline data of seventeen natural

gas transmission system operators in Europe. In the literature,

there is no clarity on what failure frequencies to use for

hydrogen transmission in existing natural gas pipelines. No

casuistry exists for hydrogen transmission in natural gas

pipelines specific and there ought to be looked for suitable

data from a comparable system [42], for which the natural gas

case seems to be applicable.

Gas release resulting from a pipeline failure is prone to

ignition. How likely the ignition of an accidental gas release to

occur is a critical factor in determining the risk associated

with pipeline transport of flammable gases, such as natural

gas and hydrogen. The ignition probability is, therefore, a key

inputwhen undertaking risk analysis and the value selected is

a directmultiplier of the IR calculated [1]. There is no thorough

clarity about the cause of ignition of flammable gas release

from an underground pipeline. Typically, the probability of

ignition assigned is established on an analysis of historical

accident data [33].

Failure frequency
The are several failure mechanisms that could cause pipeline

failure. The main mechanisms that cause failure of natural

gas transmission pipelines in Europe are corrosion, external

interference, mechanical defects, ground movement and

others [11]. Most of these failure causes are independent of the

transmission content [17]. The contribution of each failure

threat to the failure probability of the pipeline should be

aggregated. The failure frequency is proportionate with the

cumulative failure probability of the individual causes,

assumed all threats occur independently with very small

failure probability [31]:

FFf
X
c

PðFcÞ (3)

where the subscript c denotes the cause of failure and PðFcÞ is
the probability of failure associated with the failure scenario c.

A difference between natural gas and hydrogen relates to

hydrogen embrittlement, that could potentially increase the

probability of mechanical failure, that accounted for less

than 15% of the failures of natural gas transmission in the

period 1997e2016 [11]. Hydrogen embrittlement is a degra-

dation of the steel of the pipeline due to hydrogen. The

influence of the different forms of hydrogen embrittlement

are studied in the NaturalHy project; the only relevant form

of hydrogen embrittlement for carbon steel is fatigue crack

growth [34]. Fatigue crack growth can be managed by con-

trolling the pressure swings that occur in the pipeline. As

the crack growth rate is well known [19] and generally the

number and size of pressure swings in transmission pipe-

lines are reasonably low, it is, therefore, assumed in this

paper that hydrogen pipelines will not fail due to hydrogen

embrittlement.

Assuming hydrogen transport will be operated under strict

conditions (i.e. pressure-swings are controlled properly) as for

natural gas transmission, hydrogen transport in existing

natural gas transmission pipelines will face similar failure

https://doi.org/10.1016/j.ijhydene.2020.11.248
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frequencies as natural gas transport. Hence, it is appropriate

to use historical natural gas data for hydrogen transmission.

Ignition probability
Incident data for natural gas transmission pipelines indicate

that the probability of ignition generally increases for

increasing diameter and pressure of the pipeline [24]. Authors

of [3] present a correlation derived from statistical analysis

and show that the ignition probability of natural gas releases

increases linearly with the operating pressure and the pipe-

line diameter squared, presented in Eq. (4). Having multiple

possiblemechanisms, the two crediblemechanisms that were

considered most probable acting as an ignition source and

causing ignition are frictional sparks, i.e. rocks striking

together, created during the significant impact of pipeline

failure and electrostatic discharge [3]. The probability of igni-

tion is given by:

Pi ¼0:0555þ 0:0137,p�2 (4)

in which p is the operating pressure in bar and ø the pipeline

diameter in m.

For hydrogen release from underground pipelines, it is not

clearwhat ignition probability should apply since there is little

historical data available. Hydrogen has a minimum ignition

energy (MIE)1 of only 0.017 mJ [28], causing hydrogen-air

mixtures to be extremely easy to ignite, for which a static

spark may already suffice As a comparison, Dutch low-caloric

natural gas has aMIE of 0.31 mJ [4], and requires slightly more

energy to ignite and weak ignition sources will not be of suf-

ficient energy. A lowMIE suggests that the gas is more likely to

ignite than a gas with higher MIE due to a wider range of

suitable ignition sources [16]. However, sources citing ignition

probability values for hydrogen releases are not available, to

the authors best knowledge, so it is conservative to assume

the probability of ignition for hydrogen equals 1.

Consequence of jet fire

Thermal radiation
This work uses the solid flamemodel, developed by Ref. [7], to

calculate the thermal radiation exposed to the observer.

Following the model, the thermal radiation at a given location

is calculated based on the approach that merely the visible

surface of the flame contributes to the thermal radiation, and

can be solved by the product of a geometric view factor the

flame emissive power at the surface and the atmospheric

transmissivity of radiation through the intervening atmo-

sphere [9]. This is expressed by:

q}¼ Fg Qs ta (5)

where: q}dthermal radiation at a given location in kW/m2,

Fgdgeometric view factor, Qsd flame emissive power at the

surface in kW/m2, tad transmissivity of radiation through the

intervening atmosphere.

The atmospheric transmissivity is the fraction of thermal

radiation passing unabsorbed atmosphere before it reaches
1 The minimum ignition energy is the least energy required to
enable combustion [37].
the individual, and it drops with distance from the flame.

Appendix A1 presents its mathematical expression. The solid

flame model has the necessary complexity to define flame

dimensions to determine the surface emissive power and

view factor of the flame [30].

Surface emissive power
The emissive power at the flame surface (Qs) can be solved

with the fraction of the heat radiated from the flame surface

and the flame emissive power released from the combustion

of the flammable gas. The flame emissive power is defined by

the mass release rate, the combustion energy and the total

surfacearea of the flame. This is expressed by Ref. [7]:

Qs ¼Fs

�
_mHc

S

�
(6)

Fs ¼ 0:11þ 0:21e�0:00323uj (7)

where: Fsdfraction of the heat radiated from the flame sur-

face, _mdmass release rate in kg/s, Hcdcombustion energy in

J/kg, Sdsurface area of the flame in m2, ujdjet outflow ve-

locity after atmospheric pressure inm/s. Eq. (7) only applies to

gaseswith amolecular weight less than 21 g/mol, such natural

gas or hydrogen.

Generally, elaborated software can be used to calculate the

release conditions (i.e. mass release rate and exit velocity) at

post-expansion conditions and determine the flame charac-

teristics (i.e. shape and dimensions). In this work, SAFETI-NL

v8.21 software is utilised.

The solid flame model assumes the jet fire emits thermal

radiation uniformly and stationary from the flame surface. For

jet fires under stationary conditions, the burning rate is equal

to the mass outflow rate of the flammable gas [5,40].

For hydrocarbon releases, the amount of soot has a

considerable influence on the heat radiation [23]. For natural

gas jet fires, the combustion process is relatively efficient and

produces little soot [5,27].

Geometric view factor
The view factor (Fg) describes the geometric relationship be-

tween the flame and person exposed to the flame. The

calculation of the view factor has the complexity that it is

necessary to define flame shape and dimensions [30]. The

calculation for realistic flames, taking into account the tilting

effects due to the prevailing wind conditions, is quite

complicated. In practice, a simplified flame shape is used

[22,27]. Fig. 1A illustrates the jet fire being simplified as a

truncated cone. Jet fires are usually considered as a tilted

cylinder with a diameter equal to the average of the widths of

the two end discs of the truncated cone [5,40].

The author of [29]2 provides a method to determine the

geometrical view factor of a cylinder with an angle q, illus-

trated in Fig. 1B. The method begins with the calculation of

supporting variables a and b, characterised by the length of

the flame, the distance from the centre of the bottom plane of

a flame to the object, and the radius of the cylinder. The tilt of

the flame (with respect to the vertical) is taken positive
2 Note,theviewfactorsforcylindricalflamesinEq. (6.A.14)e(6.A.17)
of [40], describing the view factors of [29], are incorrect.

https://doi.org/10.1016/j.ijhydene.2020.11.248
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downwind. Substitutions are made to simplify view factor

equations.

a ¼ l=R
b ¼ d=R

(8)
pFah ¼ tan�1

�
1
G

�
�
 
a2 þ ðbþ 1Þ2 � 2ðbþ 1þ ab sin qÞ

AB

!
tan�1

�
AG
B

�
þ sin q

C
tan�1

 
ðab� KÞK
C
ffiffiffiffiffiffiffiffiffiffiffiffiffiffi
b2 � 1

p
!

(9)

pFav ¼ � I

 
tan�1ðGÞ� a2 þ ðbþ 1Þ2 � 2bð1þ a sinqÞ

AB
tan�1

�
AG
B

�!
þ cos q

C
tan�1

 
ðab� KÞK
C
ffiffiffiffiffiffiffiffiffiffiffiffiffiffi
b2 � 1

p
!

(10)

pFch ¼ tan�1ðGÞ�

�
a2 þ b2 � 1

�
tan�1

�
EM
T

�
2T

þ
ffiffiffiffiffiffiffiffiffiffiffiffiffiffi
b2 � 1

p
sin q

2D

�
tan�1

�
U
V

�
� 2tan�1

�
sin q

D

��
(11)

pFcv ¼ � J

0
B@tan�1ðGÞ�

�
a2 þ b2 þ 1

�
tan�1

�
EM
T

�
2T

1
CAþ cos q

2D
tan�1ðUVÞ � Q

2
ln

 
a2 þ b2 � 1�N
a2 þ b2 � 1þN

!
(12)

with

A ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
a2 þ ðbþ 1Þ2 � 2aðbþ 1Þsin qÞ

q
K ¼

�
b2 � 1

�
sin q

B ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
a2 þ ðb� 1Þ2 � 2aðb� 1Þsin qÞ

q
M ¼ a2 þ ðbþ 1Þ2

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðb� 1Þ=ðbþ 1Þ

p
� 2a sin q

C ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
1þ

�
b2 � 1

�
cos 2 q

r
N ¼

�
2a

ffiffiffiffiffiffiffiffiffiffiffiffiffiffi
b2 � 1

p
sin q

�.
b

D ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
b2 � sin 2 q

p
Q ¼ a2 sin q cos q

.
2
�
a2sin 2 qþ b2

�
E ¼ a2 þ ðbþ 1Þ2

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðb� 1Þ=ðbþ 1Þ

p
� 2a sin q T ¼

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi�
a2 þ b2 þ 1

�2
� 4
�
b2 þ a2sin 2 q

�r
G ¼

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðb� 1Þ=ðbþ 1Þ

p
U ¼

�
ab
. ffiffiffiffiffiffiffiffiffiffiffiffiffiffi

b2 � 1
p

þ sin q
�. ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

b2 � sin 2 q
p

I ¼ ða cos qÞ=ðb� a sin qÞ V ¼
�
ab
. ffiffiffiffiffiffiffiffiffiffiffiffiffiffi

b2 � 1
p

� sin q
�. ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

b2 � sin 2 q
p

(13)
where: ldlength of the flame in m, Rdradius of the cylin-

der in m, dddistance from the centre of the bottom plane of a

flame to the object in m, qdangle of the flame with respect to

the vertical.

The geometrical view factor at a certain distance is the

geometric mean of the view factor of the vertical and hori-

zontal flame area [25], given by the vectorial sum of the hor-

izontal and vertical view factors. The horizontal and vertical

view factors stated above are given for the alongwind (up- and

downwind) and crosswind situation. For along wind condi-

tions, the individual is assumed to be located in line with the

wind direction. Crosswind conditions correspond to an indi-

vidual located perpendicular to the direction of tilt. The hor-

izontal and vertical view factors are influenced by the wind

from a specific direction 4, causing a rotation in the horizontal

plane. For instance, q0 becomes negative in the near field of the

flame and for upwind conditions. The wind direction 4w ro-

tates 90� counter-clockwise a full revolution around failure

location, 4w ¼ 0 corresponds to downwind conditions. Tilt

angle q is taken positive if the risk transect is located down-

wind. The geometrical view factor (FgÞ of a flame becomes:
Fg ¼
8<
:

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
Fah

2 þ Fav
2

q
; 4w3f0�;180�gffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

Fch
2 þ Fcv

2
q

; 4w3f90�;270�g
(14)
where Fahand Fav represent the horizontal and vertical

geometrical view factor for along wind conditions, respec-

tively. Fchand Fcv are the horizontal and vertical geometrical

view factor for cross wind conditions, respectively. Variable

4w represents the wind direction with respect to the risk

transect in degrees.

Mathematical transformations
The expression of the view factors in Ref. [29] are derived for

a flame without lift-off. A flame lift-off is causing a rotation

in the vertical plane that changes the angle under which the

individual observes the flame, illustrated by Fig. 1C. Also, in

this work, the risk is aggregated for multiple failure along

the pipeline length; hence the view factors should be

determined for various failure location. Transformations are

required to take into account the lift-off and tilt of the flame

and adjusted distance of the individual to the location of

failure.

Eq. (15) presents the transformations required, which are

valid for an initially vertical outflow. The distance from the

centre of a lifted flame base to a person is given by the
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Fig. 1 e (A) Typical jet fire geometry for tilted flames considering the wind effects, approximated by a simplified cylindrical

crone [9], in accordance with the flames illustrated in Ref. [26]. Jet fire flames represented as cylinders with average radius R,

flame length l, and d as the distance from the centre of the flame base (without lift-off) to a person, all influential parameters

for view factor calculation. (B) Flame with tilt angle q, exclusive of any lift-off. (C) Flame with initially vertical outflow

including a specific lift-off h considering wind effects, for which transformations are required.
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Pythagorean theorem, based on the distance from the centre

of a flame base without lift-off and the distance of the location

of failure on the pipeline to the origin of the risk transect. The

tilt angle for a lifted flame (i.e. the angle between the centre-

line of a lifted-off flame and the plane between the centre of

the bottom of the lifted-off flame and an individual at distance

d), is calculated by geometry, using the angle of the flamewith

respect to the vertical, the lift-ff and the distance from the

centre of a flame base without lift-off.

d0 ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
d2 þ h2 þ y2

q
q0 ¼ q� tan�1ðh=dÞ

(15)

where: d0ddistance from the centre of a lifted flame base to an

individual, dddistance from the centre of a flame base

without lift-off in m, hdjet fire lift-off height in m, ydfailure

location in m, q0dtilt angle of lifted-off jet fire in degrees,

qdtilt angle of jet fire without lift-off in degrees.
Fig. 2 e The relationship between the lethality and level of

radiation, assuming 20 s exposure of a time-average

outflow, using the vulnerability model [12,36]. The

probability of a fatal injury is half for thermal radiation of

19.5 kW/m2. A lethality of 0.9 corresponds to the thermal

radiation of 28.3 kW/m2, and radiation levels lower than

9.8 kW/m2 could be deemed insignificant.
Lethality

Lethality encloses the probability of a fatal injury caused by

the thermal radiation of a hazardous jet fire. The lethality

can be determined using the vulnerability model, developed

by Ref. [12]. Following the Dutch Decree on the External

Safety of Pipelines (Bevb), the lethality is determined based

on 20 s of exposure, using a time-average outflow over the

first 20 s and therefore, constant heat radiation [36]. The

vulnerability model is described in Appendix A2. Fig. 2

characterises the dose-effect relationship resulting from

thermal radiation.
Risk analysis

The IR associated with hydrogen transportation through

underground transmission pipelines will be calculated and

compared to the natural gas case. Transmission pipelines

have various diameters; the representative diameter of 16"
Table 1 e Mass outflow and exit velocity after
atmospheric expansions for jet fires, calculated with
SAFETI-NL v8.21. These release conditions are
independent on the wind conditions and specified for
hydrogen and natural gas (H2/NG), released from a 16''
and 36'' pipeline with an initial pressure of 66 bar. Based
on the release conditions, the release power, i.e. the
product of the mass outflow and the net calorific value,
and the fraction of heat radiated at the flame surface, are
determined.

Scenario _m uj _mHc Fs

16" 224.6/969.9 192.0/85.7 27.4/48.5 0.23/0.27

36" 1815.1/6468.5 485.1/201.9 221.4/323.4 0.16/0.21

where: _mdmass outflow in kg/s, ujdexit velocity in m/s, Hcdnet

calorific value, ( _mHc)drelease power in GW, Fsdfraction of heat

radiated at the flame surface.
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Table 2 e The flame characteristics calculated with SAFETI-NL v8.21, specified for hydrogen and natural gas (H2/NG),
released from a 16'' and 36'' pipeline with an initial pressure of 66 bar. Also, the flame characteristics are influenced by the
wind forces and, therefore, specified for four additional scenarios where the wind velocity is defined in m/s. Based on the
flame characteristics, the flame surface area (using the flame length and the two widths of the truncated cone) and the
surface emissive power of the flame (using Eq. (6)) are calculated.

Scenario l w h q S Qs

16" 1.5 m/s 163.2 / 238.6 37.5 / 70.5 34.2 / 40.7 4.0 / 8.0 22.3 / 61.8 272 / 235

3 m/s 140.3 / 208.8 34.9 / 66.4 24.9 / 25.2 8.1 / 15.9 18.1 / 51.6 336 / 281

5 m/s 125.7 / 188.7 33.3 / 60.3 18.1 / 15.2 13.5 / 25.3 15.6 / 42.8 388 / 339

9 m/s 118.5 / 176.6 32.2 / 50.7 11.6 / 7.3 24.5 / 35.2 14.5 / 34.2 419 / 424

36" 1.5 m/s 327.9 / 472.2 69.7 / 126.5 76.0 / 99.8 2.1 / 4.1 82.9 / 216.5 351 / 363

3 m/s 277.9 / 405.5 63.0 / 118.3 59.8 / 73.1 4.0 / 8.3 63.8 / 175.7 456 / 447

5 m/s 245.5 / 363.0 59.1 / 112.7 48.0 / 53.5 7.0 / 13.8 53.1 / 151.3 547 / 520

9 m/s 228.0 / 342.1 58.3 / 109.3 37.1 / 35.1 12.6 / 24.8 49.2 / 139.8 590 / 562

where: ldflame length in m,wdaverage width of the flame in m, hdflame lift-off in m, qd flame angle (with respect to the vertical) in degrees,

Sdflame surface area in 103 m2, Qsdsurface emissive power of the flame in kW/m.2

3 Tendency to go upwards. Considering atmospheric air having
a density of 10 �C is 1.2 kg/m3, the relative density to air of
hydrogen and natural gas is, respectively, 0.068 and 0.74.

4 Calculations are made with distances larger than 45 m to obey
the restriction b>1 in Eq. (8).
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and 36" have been adopted to determine the IR. The oper-

ating pressure of both hydrogen and natural gas transport

has been set to the design pressure of the pipeline, that is

typically 66 bar in the Netherlands. This is also a standard

pressure for the European natural gas transmission pipelines

[11].

The risk analysis uses SAFETI-NL v8.21 to calculate the

release conditions and the flame characteristics (i.e. flame

shape and dimensions), considering the influence of prevail-

ing wind conditions. An analysis related to the view factor,

thermal radiation and lethality for a gas release from a 36"

pipeline is performed. Next, the IR is determined for both

pipeline diameters, including several wind directions and

multiple potential failure locations.

Release conditions

The mass outflow rate and the exit velocity are crucial vari-

ables for the flame characteristics of jet fires, referred to as

release conditions. Both the release conditions and the char-

acteristics of the flame after ignition are determined with

SAFETI-NL v8.21. At first, the software calculates the depres-

surisation and expansion of released gas from initial condi-

tions to the final conditions at atmospheric pressure [45],

based on the work of [13]. Gas outflow from ruptures of un-

derground pipelines is accompanied by the formation of a

crater, affecting the air intake and outflow speed of the

released gas [15]. SAFETI-NL v8.21 has the addition of crater

formation model, developed by Ref. [8], and an improved

method of modelling expansion to atmospheric pressure, for

calculating the specific air intake and the reduced outflow

velocity based on the properties of the gas released [41]. The

mass flow and exit velocity after expansion to atmospheric

pressure are presented in Table 1. Both quantities are average

values over the first 20 s.

Hydrogen releases have, on average, a mass outflow rate of

around 1/4 of the mass outflow of natural gas. Consequently,

hydrogen releases have less significant outflow powers rela-

tive to natural gas, even though hydrogen has a higher energy

content per unit of mass (the net calorific values for natural

gas is 50.0 MJ/kg and 122 MJ/kg for hydrogen). Despite hydro-

gen’s lower mass outflow rate, its outflow velocity is more
extensive than natural gas, due to the low density of

hydrogen. Table 1 indicates than hydrogen releases have

outflow velocities more than twice as high as the outflow

velocities of natural gas. This reduces the fraction of heat

radiated from the flame surface significantly, especially for

massive gas releases.

Flame characteristics

The flame characteristics calculated for different weather

conditions assuming stationary situations can be found in

Table 2 and are displayed in Fig. 3 for wind speeds of 1.5 and

9 m/s. Due to the larger outflow velocity, hydrogen flames are

less affected by the wind speed, reflected by a smaller flame

angle, as depicted in Eq. (A6). The tilt of hydrogen flames is

roughly half the tilt of natural gas flames. Also, hydrogen jet

fires have smaller flame dimensions than natural gas jet fires,

due to its less significant outflow velocity and more consid-

erable buoyancy3. Appendix A3 gives a physical explanation

for different tilt angles for natural gas and hydrogen jet fires.

The surface emissive power is inversely proportional to the

surface area, as discussed in Eq. (6). As a result, hydrogen re-

leases will have a slight increase in surface emissive power

when compared to natural gas releases, despite having a

significantly reduced outflow power.

Single failure event

Fig. 4 illustrates the view factor, thermal radiation and

lethality for a single failure event, based on the release con-

ditions and flame characteristics mentioned above. The re-

sults are calculated for various distances4 from a gas release

from a 36" pipeline assuming downwind.

Hydrogen jet fires have lower view factors compared to

natural gas, since hydrogen releases are accompanied with

smaller flame dimensions with lower tilt angels. Conse-

quently, hydrogen flames have less surface emissive power
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Fig. 3 e Two-dimensional jet fire representations of gas releases from (A) 16" pipelines and (B) 36" pipelines, conveying

natural gas (CH4) and hydrogen (H2), considering wind velocities of 1.5 m/s and 9 m/s. Three-dimensional flames modelled

as a truncated cone are calculated with SAFETI-NL v8.21.
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contributing to the overall thermal radiation. The thermal

radiation generally drops with increasing distances due to

decreasing view factors and increasing absorption of radiation

by the atmosphere before it reaches a person at a distance d.

Also, the wind direction has a considerable influence on the

distribution of thermal radiation.

An individual experiences lower thermal radiation levels

for hydrogen releases than natural gas releases, especially

in the vicinity of the failure. In the vicinity of the pipeline

failure, all scenarios have a lethality level above 0.5. At

further distances away from the pipeline failure, the wind

effects do not have a considerable influence on the thermal

radiation and predominantly affected by the surface emis-

sive power.

The lethality for hydrogen releases decreases much faster

with distance than for natural gas releases. For hydrogen, a

significant impact is to be expected up to 350 m from the

pipeline failure. For natural gas, this is more than 600 m from

the failure.
Individual risk

The IR is the product of the failure frequency, ignition prob-

ability and lethality, that is cumulated for all wind scenarios

and multiple failures locations along the pipeline. The

lethality at a specific location differs for each wind scenario

and failure locations along the pipeline. To determine the IR

for both pipeline diameters, Fig. 5A illustrates the lethality

cumulated for all wind scenarios and multiple discrete fail-

ures locations with a mutual distance of 20 m. The first thing

to notice is that lower lethality levels accompany hydrogen

releases compared to natural gas due to hydrogen’s lower

thermal radiation levels. The difference between the lethality

levels increases with distance since the lethality of hydrogen

releases decreases much faster with distance than it does for

natural gas. This phenomenon also explains hydrogen’s

reduced lethality at short distances since discrete failure

events further away from the risk transect have less effect on

a person.
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Fig. 5B illustrates the IR for both pipeline diameters. The

rupture failure frequency for natural gas transmission is ob-

tained from the European Gas Pipeline Incident Data Group

(EGIG) database consisting of pipeline data of seventeen nat-

ural gas transmission system operators in Europe for the

period 1997e2016. The failure frequencies are respectively 1:7$

10�5/year and 4$10�6/year for a 16" and 36" pipeline of 1 km

[11], applicable for both natural gas and hydrogen transport in
Fig. 4 e Comparison of (A) the geometrical view factor, (B)

thermal radiation, and (C) lethality, associated with a

single failure event (y ¼ 0) from a 36'' pipeline, conveying
natural gas (CH4) and hydrogen (H2). The wind velocity is

1.5 m/s and 9 m/s, considering downwind conditions

(fw ¼ 0�). The geometrical view factor (Fg) describes the

proportion of the flame surface exposed to the person at a

distance d from the pipeline. The thermal radiation (q}) of a

jet fire is the product of the geometric view factor, the flame

emissive power at the surface and the transmissivity of

radiation through the intervening atmosphere, defined by

Eq. (5) for solid flames. The lethality caused by thermal

radiation (Lt) is solved by the probit relation illustrated in

Fig. 2, that characterises the dose-effect relationship.

Fig. 5 e Analysis of the lethality (A) and individual risk (B)

corresponding to a 16'' pipeline and a 36'' pipeline,
conveying natural gas (CH4) and hydrogen (H2). The

individual risk (IR), being the product of the failure

frequency, ignition probability and the lethality summed

over all scenario’s, is the probability of a fatal injury per

year of a hypothetical individual who is continuously

present at a certain location near the pipeline. The lethality

(Lt) is the probability of a fatality caused by a potential

pipeline failure. To determine the IR, the lethality is

calculated by the summation of discrete failure events

distributed along the pipeline cumulated for all weather

scenarios.
existing underground natural gas pipelines. Using Eq. (4), the

probability of ignition for natural gas releases is respectively

0.20 and 0.81 for a 16" and 36" pipeline, operating at 66 bar. The

probability of ignition for hydrogen releases is unity regardless

of the pipeline diameter and operating pressure.

Fig. 5B shows that the pipeline diameter has a consider-

able influence when comparing the IR for hydrogen and

natural gas transmission. For a 36" pipeline, hydrogen

transmission is accompanied by lower individual risk values

than natural gas transmission, even though it has an

increased probability of ignition. Also, the IR for hydrogen

transmission decreases faster with distance than for the

natural gas case. Hydrogen’s lethality levels are relatively

lower than its increase in the probability of ignition

compared to natural gas, especially at more considerable

distances. However, for a 16" pipeline, hydrogen trans-

mission is accompanied by a significant increase in IR at

distances close to the pipeline. Although the lethality levels

are roughly reduced by a factor two; the increase in ignition

probability by a factor 5 causes a higher risk in the vicinity of

the pipeline. The IR for hydrogen transmission decreases
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faster with the distance. It is calculated to be lower from

approximately 90 m for a 16" pipeline compared to the nat-

ural gas case.
Conclusion

This paper presents the individual risk (IR) associated with a

hazardous hydrogen jet fire, cumulated for multiple failure

events along the pipeline and various wind scenarios. Also,

this work adopts the solid flame model and state of the art

computational software, to provide an enhanced physical

description of flame characteristics for accurate thermal ra-

diation level, even in the near field.

The results indicate that hydrogen releases are associated

with lower lethality levels, that decreases much faster with

distance compared to those of natural gas releases. The igni-

tion effects have an enormous influence when comparing the

risk for hydrogen and natural gas transmission, and increas-

ingly dominate the IR for decreasing pipeline diameters. For

16" pipelines, hydrogen transmission has an increase in IR in

the vicinity of the pipeline compared to natural gas. However,

at further distances, the IR is predominantly affected by the

lethality, which steeply reduces with distance for hydrogen

transmission. For 36" pipelines, hydrogen transmission is

accompanied with significantly lower IR than natural gas

transmission. Here, the reduces lethality dominates the

increased probability of ignition.

To further improve the present analysis, it could be sug-

gested that results were validated with experimental mea-

surements. The solid flamemodel assumes a jet fire that emits

thermal radiation uniformly and stationary from the surface.

However, the values of emissive power are also dependent on

the surface area of the flame and reduce with time due to

decreasing internal pressure. Hence the values of emissive

power used will not necessarily agree with experimentally

measured thermal radiation from flames.

The next step of the present study can be research of the

ignition probability of hydrogen releases from underground

high-pressure pipelines. For the IR, the probability of ignition

is an essential parameter, but for hydrogen a relatively un-

ambiguous parameter. In this work, the ignition probability

for hydrogen releases is assigned with the conservative value

of unity. Probable reduction of hydrogen’s ignition probability

will inevitably result in lower IR values.
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Appendix
A1. Transmissivity

The atmospheric transmissivity is the fraction of thermal ra-

diation passing unabsorbed atmosphere before it reaches the

individual at distance dependent upon the amount of water

vapour in the air and the distance from the flame [40]:

ta ¼2:02ðPwHdÞ�0:09 (A1)

where Pw is vapour pressure of the saturated water in N/m2

and H is the relative humidity. A saturated vapour pressure of

water as 1705 N/m2 [40], corresponding to an average tem-

perature of 10 �C, and a typical Dutch relative humidity of

0.765 [45], transmissivity can be expressed with distance from

the flame to the location of the individual using the following

equation:

ta ¼1:06d�0:09 (A2)

A2. Vulnerability model

The vulnerability model uses the probit relationship; the

lethality is the probability of probit Pr being larger than a

stochastic variable with a normal distribution (m ¼ 5; s ¼ 1),

expressed as:

L¼FðPr�5Þ (A3)

where F is the cumulative standard normal distribution.

Variable Pr is the Probit, that characterises the dose-effect

relationship resulting from thermal radiation, expressed as

PrðdÞ¼ �12:8þ 2:56 ln

�Zt1
t0

q}ðt;dÞð4=3Þdt
�

(A4)

in which the time-dependent thermal radiation q} in kW=m2

experienced by a person at a distance d from the flame, and

t1 � t0 is the duration of exposure in seconds [36].

Following the Dutch Decree on the External Safety of

Pipelines (Bevb), the lethality is determined based on 20 s of

exposure, using a time-average outflow over the first 20 s and

therefore, constant heat radiation [36]. Considering a sta-

tionary discharge with an exposure time of 20 s, the probit can

be simplified to Eq. (A5)

PrðdÞ¼ �9:80þ 3:41lnðq}ðdÞÞ (A5)

A3. Tilt angle

Jet fires are resulting from an ignited flammable gas released

with considerable momentum [5]. An essential and relatively

simple parameter for the tilt of the flame is the dimensionless

wind to jet velocity ratio Rw, expressed in Eq. (A6). For low Rw

the flame is jet-driven and predominately characterised by the

jet velocity. For increasing Rw the flame becomes increasingly

influenced by wind and dominated by wind forces [18].

Rw ¼uw

�
uj (A6)
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where uw is the wind velocity and uj the jet velocity, both with

the unit m/s.
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